




CIP

Ex-protected

GMP

Benefits

> Considerable reduction of manufacturing times
>  Prevention of dust and solvent emissions due 

to enclosed system
> Reliable prevention of agglomerates
>  Reduced raw material addition time through 

improved break down of raw materials
> Prevention of deposits in the container
>   Self-regulating input of solids and liquids

Depending on requirements, the solid 
material can be fed via a bulk bag 
unloader, a funnel, a bag emptying station 
or directly from the bag via a suction 
wand.

Modular and flexible 
Easily adapted to fit individual 
application requirements thanks 
to its modular design.

Clean in Place

Explosion proof

GMP-compliant
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Type
Typical batch sizes

[l]
Circulation rate

[l/h]
Max. diffusion of 

solids [kg/h]
Motor power

[kW]
Max. viscosity of end product 

[mPas]

CMS 2000/03 
(magic LAB)

2 – 15 1,500 250 0.9
1 – 1,000, up to 10,000 

with additional discharge pump

CMX 2000/04 
(PROCESS-Pilot)

20 – 250 5,000 2,300 4
1 – 5,000, up to 200,000 

with additional discharge pump

CMX 2000/05 100 – 2,000 17,000 6,300 15
1 – 10,000, up to 200,000 

with additional discharge pump

CMX 2000/10 300 – 5,000 32,000 15,700 30
1 – 10,000, up to 200,000 

with additional discharge pump

CMX 2000/20 1,000 – 10,000 65,000 24,000 55
1 – 10,000, up to 200,000 

with additional discharge pump

CMX 2000/30 3,000 – 20,000 110,000 38,000 110
1 – 10,000, up to 200,000 

with additional discharge pump

CMX 2000/50 > 5,000 200,000 70,000 200
1 – 10,000, up to 200,000 

with additional discharge pump

CMX | Technical Data

All figures are based on water and depend on the product attribute


